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DATA ITEM DESCRIPTION OMB No. 0704-0188

Public reporting burden for this collection of information is estimated to average 110 hours per response, including the time for reviewing instructions, searching existing data sources,
gathering and maintaining the data deeded, and comparing and reviewing the collection of information. Send comments regarding this burden estimate or any other aspect of this
collection of information, including suggestions for reducing this burden, to Washington Headquarters Services, Directorate for Information Operations and Reports, 1215 Jefferson Davis
Highway, Suite 1204, Arlington, VA 22202-4302, and to the Office of Management and Budget, Paperwork Reduction Project (0704-0180), Washington, DC 20503.

1. TITLE 2. IDENTIFICATION NUMBER

TEST/ | NSPECTI ON REPORT DI - NDTI - 80809B

3. DESCRIPTION/PURPOSE

3.1 The test/inspection report is used to docunment test/inspection results, findings, and
anal yses that will enable the government or contracting agency to eval uate conpliance with
system requi renents, perfornmance objectives, specifications, and test/inspection plans.

4. APPROVAL DATE 5. OFFICE OF PRIMARY RESPONSIBILITY (OPR) 6a. DTIC APPLICABLE 6b. GIDEP APPLICABLE
(YYMMDD)
970124 F/ AFMC- DOP

7. APPLICATION/INTERRELATIONSHIP

7.1 This data itemdescription (DID) contains the format and content preparation
instructions for the data product generated by the specific and discrete task requirenent
as delineated in the contract.

7.2 This DIDis applicable to engineering (devel opnental), prelimnary qualification
qual i fication, and acceptance testing.

7.3 This DI D supersedes DI-NDTI-80809A and DI - M SC- 80653.

8. APPROVAL LIMITATION 9a. APPLICABLE FORMS 9b. AMSC NUMBER
F7231

10. PREPARATION INSTRUCTIONS

10.1 Format. Contractor format is acceptable. Organize the information required by
paragraph 10.2 and its subparagraphs in a manner that facilitates presentati on and
under st andi ng

10.2 Content. The test/inspection report shall contain the follow ng i nformation, as
appl i cabl e.

10.2.1 Cover and title page. The following information shall appear on the outside front
cover and title page:
Report date.
Report number (contractor or governnent)
Contractor's nanme, address, and commerci al and governnment entity code.
Contract number and contract line item nunber or sequence nunber (if applicable).
e. Type of test/inspection (for exanple, first article acceptance test, quality
conf ormance i nspection, developnmental test, qualification test, environmental test).
f. ldentification of itemtested/inspected.
g. Date or period of test/inspection
h. Nanme and address of requiring government activity.
i. Security classification, downgradi ng and decl assifying information, if applicable.
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(Conti nued on page 2)

11. DISTRIBUTION STATEMENT
DI STRI BUTI ON STATEMENT A:  APPROVED FOR PUBLI C RELEASE; DI STRIBUTION | S UNLI M TED.
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Bl ock 10, Preparation Instructions (continued)

10.2.2 Table of contents. The table of contents shall identify the
fol |l owi ng:

a. The title and starting page of each major section, paragraph, and
appendi x of the report.

b. The page, identifying nunber, and title of each illustration (for
exanpl e; figure, table, photograph, chart, and draw ng).

10.2.3 Introduction. The introduction shall include the follow ng
i nformation:

10.2.3.1 Test/inspection objective(s). The specific test/inspection
obj ective(s) as specified in the contract tasking docunent.

10.2.3.2 Iten(s) tested/inspected. Conplete identification of the item(s)
tested/i nspected including the foll ow ng:

a. Nonencl ature.

b. National stock nunber.

c. Moddel nunber, part nunber, and serial nunber

d. Type of item (for exanple, prototype, production item |aboratory
nodel ) .

e. Serial or lot numnber.

f. Applicabl e engi neeri ng changes.

g. Production itemspecification, if applicable.

h. Date of manufacture.

10.2.3.3 Test/inspection requirenents. Conplete identification of the test/
i nspection requirenents correlated to contractual requirenents including the
fol |l owi ng:

a. Required test/inspection paraneters.
b. Performance requirenents, acceptance or conpliance linmts, and
environnental criteria.

10.2.4 Sunmary. Conplete test/inspection report sunmary including the
fol | owi ng:

a. A brief discussion of the significant test/inspection results,
observations, conclusions, and recomendati ons covered in greater detai
el sewhere in the report.

b. Proposed corrective actions and schedul es for failures or problens
encount er ed.

c. ldentification of deviations, departures, or limtations
encountered, referenced to the contract requirenents.
d. Tables, graphs, illustrations, or charts as appropriate to sinmplify

the sunmary data

10.2.5 Reference docunents. Conplete identification of all docunents
referenced in the test/inspection report including the foll ow ng, as
appl i cabl e:

a. Prior test/inspection reports on the sane item

b. Test/inspection plans and procedure docunents.

c. Prior certifications of conpliance.

d. Contractor's file designation where test/inspection records are
mai nt ai ned.

e. |Input paraneters used.
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The applicable i ssue of the docunents cited therein, including their approval
dates and dates of any applicabl e anendnments, notices, and revisions, shall be
10.2.6 Body of report. The body of the test/inspection report shall be as
fol | ows:

10.2.6.1 Test equipnent identification. Conplete identification of each item
of test equipment used in the test/inspection including the follow ng:

Nonencl at ur e.

Mbodel nunber.

Seri al nunber.

Manuf act ur er .

Cal i bration stat us.
Accur acy data

Comments, if applicable.

Q@Teaoop

10.2.6.2 Test/inspection facility installation and set-up. Conplete
description of the physical set-up used in conducting the test/inspection to
i ncl ude the foll ow ng:

a. Location or orientation of the item
b. Location, orientation, or settings of test equi pnent and
i nstrunent ati on.
c. Location, orientation, or settings of sensors and probes.
d. Location or orientation of interconnections, cables, and hoop-ups.
e. FElectrical power, pneumatic, fluidic, and hydraulic requirenents.

Drawi ngs, illustrations, and photographs may be used for clarification.

10.2.6.3 Test/inspection procedures. Conplete description of the procedures
used in conducting the test/inspection to include the foll ow ng:

a. Itemselection and inspection that verified suitability for test/
i nspecti on.

b. Summarized sequence of testing/inspection steps, including a
description of how the itemwas operated during the test/inspection, and any
control conditions inposed.

10.2.6.4 Test/inspection results and analysis. A copy of all test/inspection
results and analysis to include the foll ow ng:

10.2.6.4.1 Recorded data. The actual recorded data (for exanple, |og book
entries, oscillographs, instrunent readings, plotter graphs). |If the recorded
data is extensive, provide it in an appendi x.

10.2.6.4.2 Test/inspection results. Identification of all test/inspection
results to include the foll ow ng:

a. Matrices conparing results achi eved against test/inspection
obj ectives or requirenents.

b. A discussion of these matrices as to their significance, and how
they conmpare to any prior test/inspections.

c. Calcul ation exanpl es.

d. Discussion of anonalies, deviations, discrepancies, or failures,
i ncluding their inpact, causes, and proposed corrective actions. The
di scussion shall address di screpanci es between design requirenents and the
tested/i nspected configuration

Page 3 of 4 Pages



10.2.6.5 Conclusions. Test/inspection conclusions distinguished between
obj ective and subjective to include the foll ow ng:

a. The effectiveness of the test/inspection procedures in neasuring
i tem performance.
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b. The success or failure of the itemto neet required test/inspection
obj ecti ves.

c. The need for repeat, additional, or alternative tests/inspections.

d. The need for itemredesign or further devel opnment.

e. The need for inproved test/inspection procedures, techniques, or
facilities.

f. The adequacy and conpl eteness of the test/inspection requirenents.

10.2.6.6 Recommendations. Recomendations appropriate to the test/inspection
results and conclusions including the foll ow ng:

Acceptability of the itemtested/inspected (pass or fail).
Addi ti onal testing/inspection required.

Redesi gn required

Probl em resol uti on.

Test/inspection procedure or facility inprovenents.

Di sposition of itens tested/inspected.

Docunent ati on changes required

Testing/inspection inprovenents.
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10.2.7 Authentication. The following certifications shall be included, as
appl i cabl e:

10.2.7.1 Authentication of test/inspection results. A statenment that the
test/inspection was performed in accordance with applicable test/inspection

pl ans and procedures, and that the results are true and accurate. The

aut hentication shall include the signature of the contractor personnel that
performed the test(s)/inspection(s), a contractor representative authorized to
make such certification, and any governnent w tnesses.

10.2.7.2 Authentication of prior validation. A statenent identifying those
requi renents not tested/inspected or nmeasured that were previously validated.
Include identification of the data and net hod enpl oyed for such validation
(for exanmple, prior test/inspection, analytical verification, equivalent item
and so on). The authentication shall include the signature of a contractor
representative authorized to make such authenticati on and any gover nment

Wi t ness.

10.2.7.3 Authentication of acceptability. A statenent that the itemtested/
i nspected either passed or failed itemacceptability requirenments. This

aut hentication shall include the signature of a contractor representative

aut hori zed to make such authentication and any government w tness.

10. 2.8 Appendi ces. Appendi ces shall be used to append detailed
test/inspection data, draw ngs, photographs, or other docunentation too
vol um nous to include in the main body of the report. This includes

ref erenced docunentati on not previously provided by the governnent, and test/
i nspection reports fromany associ ated test/inspection activity that may have
performed sone of the testing/inspecting requirenments.

End of DI -80809

Page 3 of 4 Pages



